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Perfect Connection...

Ring Type Insulated Cable Terminals (Nylon and Easy Entry)

Unique funnel of the nylon sleeve enables 100% easy entry for the conductor

Fork Type Insulated Cable Terminals (Nylon and Easy Entry)

Product Code Cross-Section
mm²

Bolt
Size

Dimensions (mm) Package
Amount Package Weight (~gr)

d2 d3 I d1 d4 a S

YK-301

0,50 - 1,50
mm²

M3 3,2 6,0 16,0 1,6 4,0 10,0 0,8 200 Pcs 182 gr.
YK-401 M4 4,3 8,0 17,0 1,6 4,0 10,0 0,8 200 Pcs 206 gr.
YK-501 M5 5,3 10,0 18,0 1,6 4,0 10,0 0,8 200 Pcs 238 gr.
YK-601 M6 6,5 10,0 18,0 1,6 4,0 10,0 0,8 200 Pcs 255 gr.
YK-801 M8 8,4 14,0 22,0 1,6 4,0 10,0 0,8 200 Pcs 324 gr.
YK-302

1,50 - 2,50
mm²

M3 3,2 6,0 16,0 2,3 4,5 10,0 0,8 200 Pcs 202 gr.
YK-402 M4 4,3 8,0 17,0 2,3 4,5 10,0 0,8 200 Pcs 224 gr.
YK-502 M5 5,3 10,0 19,0 2,3 4,5 10,0 0,8 200 Pcs 269 gr.
YK-602 M6 6,5 11,0 21,0 2,3 4,5 10,0 0,8 200 Pcs 297 gr.
YK-802 M8 8,4 14,0 22,0 2,3 4,5 10,0 0,8 200 Pcs 346 gr.
YK-1002 M10 10,5 15,0 22,0 2,3 4,5 10,0 0,8 100 Pcs 253 gr.
YK-1202 M12 13,0 18,0 25,0 2,3 4,5 10,0 0,8 100 Pcs 200 gr.
YK-406

4,00 - 6,00
mm²

M4 4,3 8,0 21,0 3,6 6,3 13,0 1,0 100 Pcs 205 gr.
YK-506 M5 5,3 10,0 22,0 3,6 6,3 13,0 1,0 100 Pcs 223 gr.
YK-606 M6 6,5 11,0 22,5 3,6 6,3 13,0 1,0 100 Pcs 249 gr.
YK-806 M8 8,4 14,0 26,0 3,6 6,3 13,0 1,0 100 Pcs 290 gr.

YK-1006 M10 10,5 18,0 28,0 3,6 6,3 13,0 1,0 100 Pcs 351 gr.
YK-1206 M12 13,0 18,0 28,0 3,6 6,3 13,0 1,0 50 Pcs 172 gr.

Product Code Cross-Section
mm²

Bolt
Size

Dimensions (mm) Package
Amount Package Weight (~gr)

d2 d3 l d1 d4 a S

ÇK-3001

0,50 - 1,50
mm²

M3 3,2 6,0 16,0 1,6 4,0 10 0,8 200 Pcs 200 gr.
ÇK-4001 M4 4,3 6,8 17,0 1,6 4,0 10 0,8 200 Pcs 200 gr.
ÇK-5001 M5 5,3 10,0 18,0 1,6 4,0 10 0,8 200 Pcs 229 gr.
ÇK-6001 M6 6,5 11,0 20,0 1,6 4,0 10 0,8 200 Pcs 242 gr.
ÇK-3002

1,50 - 2,50
mm²

M3 3,2 5,5 18,0 2,3 4,5 10 0,8 200 Pcs 197 gr.
ÇK-4002 M4 4,3 6,8 17,0 2,3 4,5 10 0,8 200 Pcs 202 gr.
ÇK-5002 M5 5,3 10,0 19,0 2,3 4,5 10 0,8 200 Pcs 265 gr.
ÇK-6002 M6 6,5 11,0 21,0 2,3 4,5 10 0,8 200 Pcs 297 gr.
ÇK-4006

4,00 - 6,00
mm²

M4 4,3 8,0 21,0 3,6 6,3 13 1,0 100 Pcs 200 gr.
ÇK-5006 M5 5,3 10,0 22,0 3,6 6,3 13 1,0 100 Pcs 226 gr.
ÇK-6006 M6 6,5 11,0 23,0 3,6 6,3 13 1,0 100 Pcs 235 gr.
ÇK-8006 M8 8,4 14,0 26,0 3,6 6,3 13 1,0 100 Pcs 284 gr.
ÇK-10006 M10 10,5 18 28,0 3,6 6,3 13 1,0 50 Pcs 197 gr.

Unique funnel of the nylon sleeve enables 100% easy entry for the conductor
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DIN 46237
Copper (E-Cu), Tin plated
Nylon
Maximum 105° 600 Volt

DIN 46237
Copper (E-Cu), Tin plated
Nylon
Maximum 105° 600 Volt


